
Installation Procedures 

L28W Service Parts and Maintenance 
MASTER PNEUMATIC  -  DETROIT, INC.   
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STU-4004 

Replacement Parts & Kits 

KEY DESCRIPTION L28W-2 L28W-3 L28W-4 L28W-6 

1 Head 28-01-1/4M 28-01-3/8M 28-01-1/2M 28-01-3/4M 

2 Cartridge Assembly A28-51 A28-51 A28-51 A28-51 

3 Plastic Bowl Assembly AL103-6LDC AL103-6LDC AL103-6LDC AL103-6LDC 

4 Wick U204-3PF U204-3PF U204-3PF U204-3PF 

5 Filler Plug Assembly A28-53 A28-53 A28-53 A28-53 

6 Restrictor 28-50 28-50 28-50 28-50 

7 Packing Nut 204-74 204-74 204-74 204-74 

Not 
shown 

Metal Bowl w/ Manual 
Drain Assembly 

ABL103-117 ABL103-117 ABL103-117 ABL103-117 

1 

THANK YOU! 
 

You have just purchased a quality Lubricator from Master Pneumatic. 
 

With care in its installation and maintenance, you can expect it to have a long and 
economical service life.  Before you go any further, please take a few  

minutes to look over this information, then save it for future reference and  
for the useful service information it contains.   

INSTALLATION: 
 
Install the lubricator as near as possible to the device it is to serve.  To insure a prompt feeding of the lubricated device, it is recommended that 
the lubricator be installed parallel to the device being lubricated.  Multiple lubrication points from a single lubricator are not recommended. 
 
Demand feed lubricator’s function by exposing an oil laden sintered bronze wick to air flow.  Oil is carried from the bowl #3 to the air passage 
by capillary attraction.  The L28W is externally adjustable.  To increase or decrease oil delivery, turn the restrictor knob #6 positively or nega-
tively to get the desired oil delivery. 
 
MAINTENANCE: 
 
To clean or service, shut off air pressure and disassemble.  Remove bowl ring “H” by turning counterclockwise. 
 
To fill under pressure use Q-cap.  Do not remove bowl when unit or system is pressurized.  Fill the bowl with light spindle oil 80-120 ssu at 
100°F.  Do not use compound oils containing graphite's, soap fillers etc. 
 
Sintered bronze wicks should give long, trouble free service. They can be cleaned only by soaking several hours in a suitable solvent, then blow-
ing out with compressed air or steam.  We recommend the wicks be replaced. 
 
SEE POLYCARBONATE WARNING SHEET FOR BOWL CARE. 
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KEY DESCRIPTION LD28W-2 LD28W-3 LD28W-4 LD28W-6 

1 Head 28-01-1/4M 28-01-3/8M 28-01-1/2M 28-01-3/4M 

2 Cartridge Assembly A28-51 A28-51 A28-51 A28-51 

Not 
Shown 

Manual Drain Plastic Bowl 
Assembly 

AL103-6M AL103-6M AL103-6M AL103-6M 

4 Wick U204-3PF U204-3PF U204-3PF U204-3PF 

5 Filler Plug Assembly A28-53 A28-53 A28-53 A28-53 

6 Restrictor 28-50 28-50 28-50 28-50 

7 Packing Nut 204-74 204-74 204-74 204-74 

JM 11-27-01 
REV A 11-3-03 

(ECN 3780) 
OLD A435 
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STU-4004 

WORKING PRESSURE MAX 
 
TRANSPARENT BOWL                   METAL BOWL 
 
   150 PSI   @ 125°F                         200 PSI    @ 175°F 
   (10.3 BAR@ 51.7°C)                      (13.8 BAR @ 65.5°C)  
 
 
BOWL CAPACITY:           8oz. (236 ml) Standard 

PREFIX OPTION  
 
B           METAL BOWL  
 
D           MANUAL DRAIN (CHANGE PREFIX FROM L TO  
             LD) 
 
 
SUFFIX OPTION 
 
Q           QUICK FILL (A204-8BHL) 
 
W          BSP BRITISH (WHITWORTH) THREADS 
 

Dimensional Specifications 

JM 11-27-01 
REV 11-3-03 
(ECN 3780) 

OLD A435 

General Specifications 

A B 
C 

D 

KEY L28W-2 L28W-3 L28W-4 L28W-6 

A 3 1/2 
(8.89) 

3 1/2 
(8.89) 

3 1/2 
(8.89) 

3 1/2 
(8.89) 

B 3 1/2 
(8.89) 

3 1/2 
(8.89) 

3 1/2 
(8.89) 

3 1/2 
(8.89) 

C 11/16 
(1.70) 

11/16 
(1.70) 

11/16 
(1.70) 

11/16 
(1.70) 

D 5 3/8 
(13.7) 

5 3/8 
(13.7) 

5 3/8 
(13.7) 

5 3/8 
(13.7) 

SIZE MINIMUM AIR FLOW 
SCFM  (LITER/SEC.) 

AIR FLOW 
SCFM (LITER/SEC.) WEIGHT 

1/4”  35   (16.5)  

3/8” 6 (2.8) 70  (33.0) 36 oz. 

1/2”  120  (56.6) 1.02 kg 

3/4”  140  (66.11)  
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